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not met, all motor vehicle diesel fuel 
and NRLM diesel fuel imported by the 
truck or rail car importer during the 
time the requirements are not met is 
deemed in violation of the 15 ppm sul-
fur diesel fuel standards in § 80.510(b) or 
(c) or § 80.520(a), as applicable. Addi-
tionally, if any requirement is not met, 
EPA may notify the importer of the 
violation, and, if the requirement is 
not fulfilled within 10 days of notifica-
tion, the truck importer may not in 
the future use the sampling and testing 
provisions in this section in lieu of the 
provisions in § 80.581. 

[69 FR 39186, June 29, 2004] 

§ 80.584 What are the precision and ac-
curacy criteria for approval of test 
methods for determining the sulfur 
content of motor vehicle and NRLM 
diesel fuel? 

(a) Precision. (1) For motor vehicle 
diesel fuel and diesel fuel additives sub-
ject to the 15 ppm sulfur standard of 
§ 80.520(a)(1) and NRLM diesel fuel and 
diesel fuel additives subject to the 15 
ppm sulfur standard of § 80.510(b) and 
(c), a standard deviation less than 0.72 
ppm, computed from the results of a 
minimum of 20 repeat tests made over 
20 days on samples taken from a single 
homogeneous commercially available 
diesel fuel with a sulfur content in the 
range of 5–15 ppm. The 20 results must 
be a series of tests with a sequential 
record of the analyses and no omis-
sions. A laboratory facility may ex-
clude a given sample or test result only 
if the exclusion is for a valid reason 
under good laboratory practices and it 
maintains records regarding the sam-
ple and test results and the reason for 
excluding them. 

(2) For motor vehicle diesel fuel sub-
ject to the 500 ppm sulfur standard of 
§ 80.520(c), and for NRLM diesel fuel 
subject to the 500 ppm sulfur standard 
of § 80.510(a), of a standard deviation 
less than 9.68 ppm, computed from the 
results of a minimum of 20 repeat tests 
made over 20 days on samples taken 
from a single homogeneous commer-
cially available diesel fuel with a sul-
fur content in the range of 200–500 ppm. 
The 20 results must be a series of tests 
with a sequential record of the anal-
yses and no omissions. A laboratory fa-
cility may exclude a given sample or 

test result only if the exclusion is for a 
valid reason under good laboratory 
practices and it maintains records re-
garding the sample and test results and 
the reason for excluding them. 

(b) Accuracy. (1) For motor vehicle 
diesel fuel and diesel fuel additives sub-
ject to the 15 ppm sulfur standard of 
§ 80.520(a)(1) and NRLM diesel fuel and 
diesel fuel additives subject to the 15 
ppm sulfur standard of § 80.510(b) and 
(c): 

(i) The arithmetic average of a con-
tinuous series of at least 10 tests per-
formed on a commercially available 
gravimetric sulfur standard in the 
range of 1–10 ppm sulfur shall not differ 
from the accepted reference value 
(ARV) of that standard by more than 
0.54 ppm sulfur; 

(ii) The arithmetic average of a con-
tinuous series of at least 10 tests per-
formed on a commercially available 
gravimetric sulfur standard in the 
range of 10–20 ppm sulfur shall not dif-
fer from the ARV of that standard by 
more than 0.54 ppm sulfur; and 

(iii) In applying the tests of para-
graphs (b)(1)(i) and (ii) of this section, 
individual test results shall be com-
pensated for any known chemical 
interferences. 

(2) For motor vehicle diesel fuel sub-
ject to the 500 ppm sulfur standard of 
§ 80.520(c), and for NRLM diesel fuel 
subject to the 500 ppm sulfur standard 
of § 80.510(a): 

(i) The arithmetic average of a con-
tinuous series of at least 10 tests per-
formed on a commercially available 
gravimetric sulfur standard in the 
range of 100–200 ppm sulfur shall not 
differ from the ARV of that standard 
by more than 7.26 ppm sulfur; 

(ii) The arithmetic average of a con-
tinuous series of at least 10 tests per-
formed on a commercially available 
gravimetric sulfur standard in the 
range of 400–500 ppm sulfur shall not 
differ from the ARV of that standard 
by more than 7.26 ppm sulfur; and 

(iii) In applying the tests of para-
graphs (b)(2)(i) and (ii) of this section, 
individual test results shall be com-
pensated for any known chemical 
interferences. 

[69 FR 39187, June 29, 2004] 
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